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Technical Information 
DF61 

Performance Pigments and Colors 

Indio - Resistant Decorating Colours for Enamel 
 
In this Technical Information Ferro presents the 
lead containing decorating colours of the Indio 
series. They are especially designed for the 
decoration of enamels.  
 

Depending on the enamel, the colours may be 
fired at 750 to 850 °C in a reverse kiln or similar.  
 
 

 
 
 
The available colours: 
 
Product No. Colour Pantone  Code1 ABC Status2 
11 1300 Blue Green 323 c B 
11 1301 Emerald Green 3415 c B 
12  676 Cobalt Blue 541 c A 
12 1300 Cobalt Blue 647 c B 
12 1301 Cyan Blue 3015 c B 
13 1300 Canary Yellow 101 c B 
13 1301 Cadmium Yellow 108 c B 
14 1300 Black Black 2C 2X A 
16 1300 Brown 1685 c B 
16 1301 Terracotta 145 c B 
17 1300 Cadmium Red, Dark 186 c B 
17 1301 Cadmium Red Warm Red C B 
17 1302 Cadmium Orange 1505 c C 
77  505 Purple, Light 208 c A 
77  810 Rose 493 c A 
19  191 White  A 
1 The above mentioned Pantone code is only a guideline for the colour shade.  
Pantone  is a registered trade mark of Pantone Inc. 
2 A: Product is normally available from stock (safety stock). 
   B: Product may be on stock, but a new batch will only be produced when a customer order arrives (no safety stock).  
   C: Product will be produced only after customer order arrives. The minimum order quantity is a full batch. No stock. 


